
  

 

 

 

 

TECHNICAL SPECIFICATION 

Screw Screen in Tank (SSB-mK 110) 

MAK Water model: ESST-110-W-C-B 
 

 
 
 
Capacities 
- Filtering profile: wedgewire 
- Dimension: 2 mm 
- Max. flow rate : 85 m3/h theoretically calculated 

on clear water 
 

Materials 
- External structure: stainless steel AISI 316 L 
- Tank: stainless steel AISI 316 L 
- Shaftless spiral: stainless steel AISI 316 L  
- Bolts: A4 - stainless steel 316 
- Anti-wear material: bolted plates in stainless 

steel AISI316 L 
 
Technical Detail 
- Loading basket diameter: Ø 204 mm 
- Screw conveyor diameter: Ø 195 mm 
- Transport trough diameter: Ø 219 mm x 3 mm 
- Rectangular outlet spout: 325 mm x 285 mm 
- Total length on horizontal axis: 3,060 mm 

approx. (drive unit included) 
- Discharging height from ground level: 1.500 mm 

approx. (for 35° installation) 
- Inclination: 35° 
- Inlet: Aluminium lap joint flange  DN150 PN10 
- Outlet: Aluminium lap joint flange  DN150 PN10 
- Loading basket cleaning: bolted nylon brushes 
- Installed power: 0.55 kW - 400V 50Hz 3ph 
- Motor:  4 poles, IP55, F class  
- Gearbox: NORD parallel axis, Compact unit, 11 

rpm, Service Factor > 2 
 
 

Inclusions  
- Washing system screening zone with manual 

valve 
- Washing system compaction zone with manual 

valve 
- Longopac continuous bagging system (1No bag 

included) 
- PE breather valve on tank upper part 
- Telescopic supporting foot in stainless steel AISI 

316 L 
- PE pipe for returning liquid of compacting zone 
- Safety limit-switches for opening hatches, hinges 

right side 
- Lifting eyebolts 
- Protection cover guard on drive unit 

 
Options 
- Shaftless spiral in high carbon steel painted RAL 

5015, lower cost over stainless steel AISI 316 L) 
- Ultrasonic Level Sensor (for screen operation 

control) 
- 24V solenoid valve (for screen & compaction 

zones washing) 
 
Exclusions  
- Control Panel 

 
Surface Treatments 
- Stainless steel parts : 

o Stripping with acid solution 
o Passivation with glass particles 
o Final surfaces cleaning with anti-dust oil 

- Carbon steel parts : 
o Sandblasting SA 2,5 for any CS carpentry 

and external anti-rust paint RAL 5015 
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